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AWARD CERTIFICATE

Production heavy corrosion protection
of valves and fittings

The Quality Association for Heavy Duty Corrosion Protection of Valves and Fittings by Powder Coating e.V. (GSK)
awards based on the test report of the externally supervising body presented to the Quality Committee and on the

resolution of the Executive Committee of GSK for the coating procedure for the production of heavy corrosion
protection for valves and fittings and for the product families mentioned in the appendix to the company:

Fabryka Armatur JAFAR S.A.
ul. Przysieki 87, 38-207 Przysieki, Poland

the right to use the quality mark with the performance-related addition RAL-GZ 662/2.

The quality mark is certified by the Institute for Quality Assurance and Certification e.V. (RAL)
and protected by registration at the German Patent and Trademark Office as a collective trademark

(EU trademark 009300138).

The products, which were manufactured according to the quality and test regulations (GPB) of the GSK, are
designated as product families by the enterprise to the association`s office and listed in the appendix and on the

GSK homepage (www.gsk-online.de). They receive the following marking:

(vierstellige von der GSK vergebene Nummer)

The certificate is valid until 31 December 2026

Schwäbisch Gmünd, 09 January 2026 Geschäftsführung

Not valid without annex
The product families must be listed in the certificate. The holder of the quality mark informs GSK about the inclusion of new products or changes to existing products in the
product approval, and GSK in turn informs the testing institutes. The current list of product families manufactured in GSK quality can be found on the GSK website
(www.gsk-online.de).
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Appendix to the certificate dated 09 January 2026
The certificate of the company

Fabryka Armatur JAFAR S.A.
ul. Przysieki 87, 38-207 Przysieki, Poland

is valid for the following product families

No. Product Nominal width in mm
1 Soft wedge gate valves (group 2000) - type 2111, 2002, 2911, 2902, 2511, 2502, 2120,

2112, 2115, 2123, 2125, 2901, 2903, 2700
DN 32 - 600

2 Wedge gate valves for natural gas (group 2000) - type 2311, 2302, 2312, 2314, 2931,
2932

DN 32 - 600

3 House connectors (group 3000) - type 3050, 3100, 3150, 3151, 3160 DN 50 - 150
4 House connectors (group 3000) - type 3116, 3126, 3216, 3217, 3218 DN 25 - 50
5 House connectors (group 3000) - type 3500, 3510 DN 20 - 50
6 Butterfly valves (group 4000) - type 4493 DN 200 - 1200
7 Gas filters (group 7000) - type 7310 DN 20 - 80
8 Gas filters (group 7000) - type 7320 DN 50 - 80
9 Overground hydrants (group 8000) - type 8003 (version 8003.2 and 8003.4 with

stainless steel or with galvanized steel column) *
DN 80 - 100

10 Overground hydrants (group 8000) - type 8004 (version 8004.2 with stainless steel
column or with galvanized steel column) *

DN 80 - 150

11 Underground hydrants (group 8000) - type 8850 DN 80
12 Underground hydrants (group 8000) - Type 8851 (version 8851.4 with stainless steel

column or with galvanized steel column) *
DN 80

13 Underground hydrants (group 8000) - Type 8852 (version 8852.2 and 8852.4 with
stainless steel column or with galvanized steel column) *

DN 80

14 Underground hydrants (group 8000) - type 8853 (version with galvanized steel column)
*

DN 100 - 125

15 Overground hydrants (group 8000) - type 8855 (version 8855.2 with stainless steel
column) *

DN 80 - 100

16 Overground hydrants (group 8000) - type 8855 (version 8855.4 with stainless steel
column) *

DN 80

17 Overground hydrants (group 8000) - type 8855 (version 8855.5 with stainless steel
column) *

DN 80

18 Fittings and accessories (group 9000) - type 9102, 9103, 9104, 9123, 9151, 9152 DN 40 - 800
19 Fittings and accessories (group 9000) - type 9163 DN 60 - 300
20 Underground hydrant - type 8851 (version 8851.1 with stainless steel column) DN 100
21 Underground hydrant - type 8851 (version 8851.5) DN 80
22 Underground hydrant - type 8852 (version 8852.5) DN 80
23 Overground hydrants (group 8000) - type 8005 (version 8005.2 with stainless steel

column or with galvanized steel column) *
DN 80

* stainless steel and galvanized steel parts are not subject to GSK quality assurance


