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AWARD CERTIFICATE

Production heavy corrosion protection
of valves and fittings

The Quality Association for Heavy Duty Corrosion Protection of Valves and Fittings by Powder Coating e.V. (GSK)
awards based on the test report of the externally supervising body presented to the Quality Committee and on the

resolution of the Executive Committee of GSK for the coating procedure for the production of heavy corrosion
protection for valves and fittings and for the product families mentioned in the appendix to the company:

Ulefos AS
Gamle Gomsrudvei 40, 3616 Kongsberg, Norway

the right to use the quality mark with the performance-related addition RAL-GZ 662/2.

The quality mark is certified by the Institute for Quality Assurance and Certification e.V. (RAL)
and protected by registration at the German Patent and Trademark Office as a collective trademark

(EU trademark 009300138).

The products, which were manufactured according to the quality and test regulations (GPB) of the GSK, are
designated as product families by the enterprise to the association`s office and listed in the appendix and on the

GSK homepage (www.gsk-online.de). They receive the following marking:

(vierstellige von der GSK vergebene Nummer)

The certificate is valid until 31 December 2026

Schwäbisch Gmünd, 04 December 2025 Geschäftsführung

Not valid without annex
The product families must be listed in the certificate. The holder of the quality mark informs GSK about the inclusion of new products or changes to existing products in the
product approval, and GSK in turn informs the testing institutes. The current list of product families manufactured in GSK quality can be found on the GSK website
(www.gsk-online.de).
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Appendix to the certificate dated 04 December 2025
The certificate of the company

Ulefos AS
Gamle Gomsrudvei 40, 3616 Kongsberg, Norway

is valid for the following product families

No. Product Nominal width in mm
1 201 Filters and strainers DN 50 - 300
2 210 Anchoring bracet (Stjerne Bjonn) DN 100 - 200
3 210 Anchoring bracet (Bjonn) DN 200 - 400
4 220 Ulefos Flex, T and X DN 200 - 400
5 225 Air relief valves DN 40
6 284 Tapping saddles - Ulefos DN 100 - 600
7 240 Fire hydrants DN 100
8 241 Fire valves DN 100
9 282 Tapping saddles - Esco for PVC pipes dy 90 - 225
10 243 Check valves DN 65 - 200
11 250 Ulefos Flex, Gate valve DN 200 - 400
12 250 Gate valves flanged F4-Short DN 65 - 200
13 251 "Sputnik" Tee, Cross DN 100 - 300
14 252 Gate valves flanged BS DN 40 - 300
15 253 Gate valves flanged F5 Long DN 40 - 500
16 254 Gate valve socket, spigot ends dy 75 - 355
17 271 AQ Tee, Cross DN 100 - 200
18 272 AQ Flanged gate valves F4 short DN 80 - 200
19 273 AQ Flanged gate valves F5 long DN 80 - 200
20 275 AQ Basic valve and parts DN 65 - 200
21 276 AQ Socket end gate valves PE/PVC/Ductilt dy 75 - 355
22 280 Flange fittings in GG/EU/ISOR13 DN 50 - 700
23 281 Flange fittings in GGG/EU DIN DN 50 - 700
24 285 Socket end fittings dy 90 - 315
25 286 PE socket fittings dy 75 - 315
26 287 Flange adaptors DN 80 - 600
27 288 Heinco Flex, f/ductile iron DN 100 - 300
28 289 Heinco Flex f/PVC dy 110 - 400
29 290 Heinco fittings DN 80 - 400
30 291 Tyton socket fittings DN 80 - 600



Gütegemeinschaft Schwerer Korrosionsschutz
von Armaturen und Formstücken
durch Pulverbeschichtung e.V.

Quality Assurance Association for Heavy-Duty
Corrosion Protection of Valves and Fittings
with Powder Coating (GSK e.V.)

Geschäftsführer /
Managing Director:
RA Lars Walther

Marie-Curie-Str. 19
D-73529 Schwäbisch Gmünd

Tel.: +49 7171 1040-840
Mail: info@gsk-online.de
Web: www.gsk-online.de

Commerzbank
IBAN: DE51 7604 0061 0516 6855 00
BIC: COBADEFFXXX

Ust.Id / VAT DE262341992
Steuer-Nr. 83085/59196

Appendix to the certificate dated 04 December 2025
The certificate of the company

Ulefos AS
Gamle Gomsrudvei 40,3616 Kongsberg,Norway

is valid for the following product families

No. Product Nominal width in mm
31 293 HeinRep repair clamps DN 100 - 200
32 620 Sprinkler gate Valves DN 50 - 400


