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AWARD CERTIFICATE

Production heavy corrosion protection
of valves and fittings

The Quality Association for Heavy Duty Corrosion Protection of Valves and Fittings by Powder Coating e.V. (GSK)
awards based on the test report of the externally supervising body presented to the Quality Committee and on the
resolution of the Executive Committee of GSK for the coating procedure for the production of heavy corrosion
protection for valves and fittings and for the product families mentioned in the appendix to the company:

VALMAN d.o.o
Gospodara Vugéiéa 35, 11000 Belgrad, Serbia

the right to use the quality mark with the performance-related addition RAL-GZ 662/2.

The quality mark is certified by the Institute for Quality Assurance and Certification e.V. (RAL)
and protected by registration at the German Patent and Trademark Office as a collective trademark
(EU trademark 009300138).
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The products, which were manufactured according to the quality and test regulations (GPB) of the GSK, are

designated as product families by the enterprise to the association’s office and listed in the appendix and on the
GSK homepage (www.gsk-online.de). They receive the following marking:

GSK
GSK-ID:

(vierstellige von der GSK vergebene Nummer)

The certificate is valid until 31 December 2026

- ~ / 7

Schwabisch Gmiind, 04 December 2025 ’Geschéftsfi]hrung

Not valid without annex

The product families must be listed in the certificate. The holder of the quality mark informs GSK about the inclusion of new products or changes to existing products in the
product approval, and GSK in turn informs the testing institutes. The current list of product families manufactured in GSK quality can be found on the GSK website
(www.gsk-online.de).
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Appendix to the certificate dated 04 December 2025

The certificate of the company

VALMAN d.o.0
Gospodara Vucic¢a 35, 11000 Belgrad, Serbia

is valid for the following product families

No. Product Nominal width in mm Nominal width in inch
1 Service valve with female thread - straight type DN % - 1"
2 Service valve with female thread - angle type DN % - 2"
3 Garden hydrant DN 15 - 50
4 Above ground hydrant type non break away DN 80 - 100
5 Above ground hydrant type break away DN 80 - 100
6 Above ground hydrant type non break away LC DN 80

7 Above ground hydrant type break away LC DN 80

8 Above ground tunnel hydrant DN 80 - 100
9 Above ground BAIO hydrant non break away DN 80
10 | Above ground BAIO hydrant break away DN 80

11 Above ground hydrant with arm of coat type non break away DN 80 - 100
12 | Above ground hydrant with arm of coat type break away DN 80 - 100
13 | Above ground hydrant Old Town DN 80 - 100
14 | Above ground hydrant type non break away DN150 DN 150
15 | Above ground hydrant type break away DN150 DN 150
16 | Above ground hydrant monitor DN 150
17 | Above ground hydrant non break away DN80 BD type 1 DN 80
18 | Above ground hydrant break away DN80 BD type 1 DN 80
19 | Above ground hydrant break away BD DN 80 - 150
20 | Above ground hydrant non break away BD DN 80 - 150
21 Above ground hydrant break away DN 150 BD @150+2A DN 150
22 Under ground hydrant DN80 DN 80
23 | Under ground hydrant DN100 DN 100
24 | Drilling saddles with female thread outlet for steel, DCI and AZ pipes DN 80 - 500
25 | Drilling saddles with female thread outlet for PE/PVC pipes DN 50 - 150
26 | Air valves single orifice DN 50 - 400
27 | Air valves double orifice DN 50 - 400
28 | Flange adapters for DCI pipes DN 80 - 400
29 | Flange adapters for PE-PVC and DCI pipes - type restrain DN 80 - 400
30 | Flange adapter for PE-PVC pipes long - type restrain DN 50 - 300
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is valid for the following product families

No. Product Nominal width in mm Nominal width in inch
31 Universal socket type E DN 50 - 300
32 Universal socket type E - restrain DN 50 - 300
33 | Universal socket type U DN 50 - 300
34 | Universal socket type U - restrain DN 50 - 300
35 | Universal double socket U DN 50 - 1200
36 | MDK Flexible dismantling piece DN 50 - 300
37 | MDK Fixed dismantling piece type A DN 50 - 300
38 | Transition flanges DN 50 - 300
39 | Flanged belimounths DN 50 - 300
40 | Above ground indicator opening of valves DN 50 - 200
41 F piece DN 50 - 300
42 | FF piece DN 50 - 300
43 | T piece DN 50 - 300
44 | TT piece DN 50 - 300
45 | FFR piece DN 50 - 300
46 | Q piece DN 50 - 300
47 | FFK 45° piece DN 50 - 300
48 | FFK 33° piece DN 50 - 300
49 | FFK 22° piece DN 50 - 300
50 | FFK 11° piece DN 50 - 300
51 N piece DN 50 - 300
52 | E-KS piece DN 50 - 300
53 | F-KS piece DN 50 - 300
54 | MMA-KS piece DN 50 - 300
55 | MMB-KS piece DN 50 - 300
56 | Above ground hydrant non break away with double closing DN 80 - 150
57 | Above ground hydrant break away with double closing DN 80 - 150
58 | Underground hydrant 3D DN80 DN 80
59 | Underground hydrant 3D DN100 DN 100
60 | Underground hydrant 3D PUR DN 80 - 100
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No. Product Nominal width in mm Nominal width in inch
61 Above ground tunnel hydrant LC DN 80

62 | Above ground tunnel hydrant BD DN 80 - 100

63 | Above ground hydrant non break away LC PUR DN 80 - 100

64 | Above ground hydrant break away LC PUR DN 80 - 100

65 | Link joint type 1 DN 150 - 1000

66 | Link joint type 2 DN 150 - 1000

67 | Long socket type U DN 50 - 300

68 | Underground hydrant DN 50

69 | Above ground tunnel hydrant type 1 DN 80 -100
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