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AWARD CERTIFICATE

Production heavy corrosion protection
of valves and fittings

The Quality Association for Heavy Duty Corrosion Protection of Valves and Fittings by Powder Coating e.V. (GSK)
awards based on the test report of the externally supervising body presented to the Quality Committee and on the

resolution of the Executive Committee of GSK for the coating procedure for the production of heavy corrosion
protection for valves and fittings and for the product families mentioned in the appendix to the company:

AVK Valves (Anhui, Fitting Factory) Co. Ltd.
Wujiang Industry Zone, 238251 Hexian, Maanshan City, Anhui Province, PR

China

the right to use the quality mark with the performance-related addition RAL-GZ 662/2.

The quality mark is certified by the Institute for Quality Assurance and Certification e.V. (RAL)
and protected by registration at the German Patent and Trademark Office as a collective trademark

(EU trademark 009300138).

The products, which were manufactured according to the quality and test regulations (GPB) of the GSK, are
designated as product families by the enterprise to the association`s office and listed in the appendix and on the

GSK homepage (www.gsk-online.de). They receive the following marking:

(vierstellige von der GSK vergebene Nummer)

The certificate is valid until 31 December 2026

Schwäbisch Gmünd, 03 December 2025 Geschäftsführung

Not valid without annex
The product families must be listed in the certificate. The holder of the quality mark informs GSK about the inclusion of new products or changes to existing products in the
product approval, and GSK in turn informs the testing institutes. The current list of product families manufactured in GSK quality can be found on the GSK website
(www.gsk-online.de).
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Appendix to the certificate dated 03 December 2025
The certificate of the company

AVK Valves (Anhui, Fitting Factory) Co. Ltd.
Wujiang Industry Zone, 238251 Hexian, Maanshan City, Anhui Province, PR

China

is valid for the following product families

No. Product Nominal width in mm
1 Series 01 Gate Valve DN 50 - 400
2 Series 02 Gate Valve DN 50 - 400
3 Series 05 Combi-Flange DN 50 - 600
4 Series 06 Gate Valve DN 50 - 1200
5 Series 08 Handwheel DN 50 - 600
6 Series 09 Fire Hydrant DN 50 - 300
7 Series 10 Tapping saddle DN 40 - 600
8 Series 15 Gate Valve DN 50 - 400
9 Series 21 Gate Valve DN 50 - 400
10 Series 26 Gate Valve DN 50 - 800
11 Series 27 Undergroud hydrant DN 100 - 150
12 Series 29 Undergroud hydrant DN 80 - 100
13 Series 34 Indicator post / Wall post DN 50 - 600
14 Series 35 Undergroud hydrant DN 80 - 125
15 Series 36 Gate Valve DN 50 - 400
16 Series 37 Gate Valve DN 50 - 300
17 Series 41 Check Valve DN 50 - 1000
18 Series 53 Ball check Valve DN 32 - 200
19 Series 69 Butterfly Valve DN 50 - 600
20 Series 76 Butterfly Valve DN 50 - 600
21 Series 132 Gate Valve DN 32 - 300
22 Series 158 Under Pressure Drillling Valve DN 50 - 300
23 Series 580 Gate Valve DN 80 - 1000
24 Series 601 Coupling DN 40 - 600
25 Series 602 Coupling DN 40 - 600
26 Series 603 Coupling DN 40 - 600
27 Series 711 Coupling DN 50 - 300
28 Series 712 Fitting DN 40 - 600
29 Series 716 Gate Valve DN 50 - 400
30 Series 756 Butterfly Valve DN 200 - 1800
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Appendix to the certificate dated 03 December 2025
The certificate of the company

AVK Valves (Anhui, Fitting Factory) Co. Ltd.
Wujiang Industry Zone,238251 Hexian, Maanshan City, Anhui Province,PR

China

is valid for the following product families

No. Product Nominal width in mm
31 Series 764 Eccentric plug valve DN 65 - 300
32 Series 813 Butterfly Valve DN 50 - 600
33 Series 814 Butterfly Valve DN 50 - 600
34 Series 820 Butterfly Valve DN 50 - 400
35 Series 851 Air Valve DN 25 - 300
36 Series 859 Diaphram Valve DN 50 - 600
37 Series 870 plunger valve DN 200 - 600
38 Series 879 Diaphram valve DN 50 - 1000
39 Series 903 Silent Check Valve DN 50 - 600
40 Series 910 strainer DN 50 - 600
41 Series 2718 Fitting DN 80 - 600
42 Series 718 Australia fittings with AVK logo DN 80 - 600
43 Series 109 AVK Supalock fittings DN 32 - 600
44 Series 869 Diaphram valve DN 50 - 600
45 Series 570 Gate Valve DN 80 - 750
46 Series 2570 Gate Valve DN 80 - 750
47 Series 2580 Gate Valve DN 80 - 1000
48 Series 265 Dismantling Joint DN40 - 1200
49 Series 715 Gate Valve DN50 - 300
50 Series 856 Submerged discharge valve DN 200 - 1200
51 Series 857 Free discharge valve DN 200 - 1200
52 Series 739 Slanted Check Valve DN 200 - 1200
53 Series 908 Hand balancing valve DN 50 - 400
54 Series 816 Butterfly Valve DN 150 - 600
55 Coupling 621 DN 32 - 300
56 Flange Adaptor 623 DN 40 - 300


